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Regulations for Train Signalling on Double Lines of
Railway by the Absolute Block System

ABSOLUTE BLOCK SYSTEM.

The object of absolute block signalling is to prevent more than one train being
in a block section on the same line at the same time.

The signalling of trains by the absolute block system does not in any way dispense
with the use of fixed or hand-signals, or detonators, whenever and wherever such
signals or detonators may be requisite to protect obstructions on the line.

NORMAL POSITION OF FIXED SIGNALS DURING THE TIME THE SIGNAL
BOXES ARE OPEN.

Except where instructions are issued to the contrary the normal indications of
fixed signals must be as under :—

Stop Signals .. DANGER
Distant Signals ..  CAUTION
and, except as otherwise provided in these Regulations, care must be taken to

ascertain that the line is clear, and that the block and other Regulations have been
complied with before any signal is lowered for a train to pass.

NORMAL POSITION OF BLOCK INDICATORS.

When the block instruments are not in use the line must be considered blocked,
the indicators showing ‘‘ Line Blocked.”

USE OF BLOCK INSTRUMENTS, BELLS AND GONGS.

These must be used exclusively for the purposes shown in the Block Regulations,
and must not, under any circumstances, be used for conversing. They must only
be used by the Signalman or other person specially appointed for the duty.

The movements on the block instruments must be made carefully and the
beats on the bells or gongs must be made slowly and distinctly, the pauses between
the sets of beats being clearly marked. ’ ‘
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NoTE :— Where the Train on Line position of the block indicator is referred to
in the following Regulations the corresponding position of the block indicator on
‘some instruments is lettered Train entered Section.
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